
M60 Series

Specifications
HOUSING: Manufactured of cast aluminum. Supplied with a DPST toggle
switch and ten feet of 18/3 cable.

REFLECTOR: Highly polished aluminum parabolic reflector.

LAMP HOLDERS: The fluorescent lamp is installed with a lamplock device
to hold the lamp securely in position.

FINISH: White, powdercoat polyester, inside and out, phosphate pretreated
to ensure superior adhesion and rust resistance.

BALLAST: Standard 120 Volt, low power factor.
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How To Order  Example: M61
Modifications are available to suit custom requirements.

Available in three different models to fit a wide range of applications. These
heavy duty fluorescent light fixtures are ideal for detail lighting.  Available
either as free standing, pedestal or bulkhead mounting. Each model comes
complete with an 8 watt cool white fluorescent lamp and a highly polished
aluminum reflector to provide an efficient distribution of illumination.

M61 Series

ORDER:    M61
Free standing fixture with one 8 watt cool white fluorescent lamp.
Overall Dimensions: 15-3/4” X 12-1/2” X 13” (400mm X 317mm X 330mm)
Approximate Weight : 12 lbs (5.5kg)

ORDER:    M60-B
Pedestal mounted fixture with one 8 watt cool white fluorescent lamp.
Overall Dimensions: 28” X 12-1/2” X 15-1/2” (711mm X 317mm X 394mm)
Approximate Weight : 6 lbs (3kg)

ORDER:    M60
Bulkhead mounted fixture with one 8 watt cool white fluorescent lamp.
Overall Dimensions: 27-1/4” X 12-1/2” X 5” (692mm X 317mm X 127mm)
Approximate Weight : 4 lbs (2kg)

M60-B Series

M60 Series
 WARRANTY: 5 years against defective material and workmanship.


