
Floodlight 
628 Series
A dripproof exterior incandescent floodlight.  

Mounting
Mounts to a 1-7/8" OD pipe.

Light Source
300 watt PAR 56 sealed beam lamp.

Housing
Constructed of corrosion resistant  
stainless steel. Finished in grey enamel.

Dimensions 
Overall Dimensions: 10" X 10" X 12" approximately.
14 lbs. maximum.
Approximate shipping weight for package of one: 16 lbs.

Certifications
First Article Qualified.

Contact factory for specific requirements.

MIL-F-16377/61
628 Series

© The L.C. Doane Company  PO Box 700, Ivoryton, CT  06442 | tel: (860) 767-8295  fax: (860) 767-1397 | www.lcdoane.com

Modifications are available to meet custom requirements. 
Specifications and dimensions are subject to change without notice.

Rev. 122221

Incandescent Floodlight 1-7/8" OD Pipe Mounting

Symbol
303.1
303.2
303.3
303.4
303.5

Lamp Option
Without Lamp
With 300W PAR 56/2SP
With 300W PAR 56/4MFL
with 300W PAR 56/4WFL
with 250W / 24-28V Med Flood

PRODUCT SPECIFICATION

M16377/61
NSN 6230-00-889-1559 

Replacement Item L.C. Doane Part Number Symbol NSN

300W PAR 56/2SP P-1945-D 303.2

300W PAR 56/4MFL P-1945-G 303.3

300W PAR 56/4WFL P-1945-F 303.4

NAEC NUMBER SYMBOL

M1377/61 -
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